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Valvoline Power Select 20W40 Engine Oil 
 
PRODUCT DESCRIPTION 
 
Valvoline Power Select 20W40 Engine Oil is 
blended with highly refined premium quality base 
oils having high viscosity index and special additive 
package comprising of antioxidant, detergent / 
dispersant and anti-wear to give optimum 
performance in modern and heavy duty diesel 
engines. 
 
The multi-graded version provides ease of engine 
starting in low temperature conditions and increase 
engine durability by maintaining viscosity even 
during high operating temperatures. It possesses 
excellent viscosity characteristics with initial 
kinematic viscosity of 14.60 cSt (typical) at 100 oC 
to resist pressure drop in service. 
 
RECOMMENDATIONS 
 
Specially formulated and recommended for use in 
both naturally aspirated and turbo charged diesel 
engines. 
 

 
PERFORMANCE STANDARDS 
 
API CF 
 
 
 
 
 
 
 
 
APPLICATIONS 
 
Valvoline Power Select 20W40 Engine 
Oil is recommended for use in G-drive, 
off-highway, construction and mining, 
marine, loco, city f leet and long haul 
on-highway applications. 
 
 
 

 

TYPICAL CHARACTERSTICS   
 
Kinematic Viscosity @ 40oC cSt        127.6 
Kinematic Viscosity @ 100oC cSt        14.23 
Viscosity Index          110 
Flash Point, COC, oC, Min.         220 
Pour Point, oC, max          -21 
TBN, mg KOH/g          8.0 
 

Available Packs: 210 Ltrs. 
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