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Valvoline HD High Temp 230 Grease 
 
PRODUCT DESCRIPTION 
 
Valvoline HD High Temp 230 Grease is made from 
highly refined base oils of high viscosity index. This 
grease has high water resistance, high load carrying 
ability, high drop point and excellent mechanical, 
thermal, shear & oxidation stability. It possesses 
extended component life due to low wear & tear. 
 
Valvoline HD High Temp 230 Grease is very much 
suitable for use in centralized grease stations of 
steel plants and heavy engineering industries and 
rolling mills. Wide variety of application such as in 
automotive, mining equipment’s, Electric motors, 
Gear couplings, earth moving equipment’s and 
general machinery. 
 

 
BENEFITS 
 

• High Load carrying capacity. 

• Good Pumpability. 

• Extended Re-Lubrication Period. 
 
 
  APPLICATION 

 

• For High Load and Low Speed Applications 
in Steel Plants. 

• Sponge Iron Plants. 

• Kilns and Coolers. 

 
TYPICAL CHARACTERISTICS 

 
  Test Test Results Test Methods 

1 Appearance Smooth & homogenous Visual 

2 Consistency, Penetration at 25+/-0.5 Deg C   ASTM D 217 

  a> Unworked 270   

  b> Worked 60 strokes 272   

3 Color Yellow Visual 

4 Drop Point ,Deg C 230 ASTM D 566 

5 Free Alkalinity as LiOH,% By Mass 0.024 IP 37/85 

6 
Heat Stability at 100 deg C for 30 Hours, % loss 
by mass 2.5 IS 1448 P 89 

7 
Leakage and Deposits foaming tendency ( wheel 
bearing test ), leakage by mass, g  1.25 ASTM D 1263 

8 
Resistance to water wash out at 80 deg C, % loss 
by mass 2.5 ASTM D 1264 

9 Copper Strip Corrosion at 100 deg C for 24 hours Negative ASTM D 4048 

10 Type of Soap Lithium   
 

Available Packs: Consult Your Valvoline Representative. 
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