PRODUCT

INFORMATION

A Product of Valvoline Cummins Pvt. Ltd.

Valvoline.

Valvoline Power Select 15W-40

PRODUCT DESCRIPTION

Valvoline Power Select 15W-40 Engine Oil is a blend
of highly refined premium base oil with high viscosity
index combined with a special additive package
comprising of antioxidant, detergent, dispersant and
anti-wear agent which optimizes performance of
modern and heavy duty diesel engines operating under
extreme load and environmental conditions.

The Power Select Advantage

The advanced product technology offers a longer
engine life, good soot and deposit control which
provides overall wear protection. The balanced
formulation helps to maximize engine durability by
maintaining viscosity during high temperature
operations and resists pressure changes during
extended service periods.

PERFORMANCE PROFILE

e API CH-4/SJ

e ACEA E7-04

e MB 228.3

¢ Volvo VDS 2

e Caterpillar ECF-2
e MAN 3275

e MTU Type 2

e CES 20076

APPLICATIONS

Valvoline Power Select Max 15W-40 Engine Oil
is recommended for use in Off-highway
applications in construction and mining, marine,
locomotive, fleet and long haul on-highway
applications where APl CH4 is a recommended
grade.

TYPICAL CHARACTERSTICS

Kinematic Viscosity, cSt @ 40°C
Kinematic Viscosity, cSt @ 100°C
Viscosity Index

Flash Point, COC, °C, Min.

TBN, mg KOH/g (ASTM D — 2896)
Pour Point, °C, max.

CCS Viscosity @ -20°C, cP

114.9
15.2
135
226
10.5
-33
6710

Available Packs: Consult your Valvoline Representative.
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