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Valvoline Power Supreme 15W40 Engine Oil 
 

PRODUCT DESCRIPTION 
 

Valvoline Power Supreme 15W40 Engine Oil is 
formulated to provide optimum performance in 
medium and heavy duty diesel engines operating 
under a wide range of service conditions. It is 
blended with premium quality base oils and proven 
additive chemistry developed through vigorous 
laboratory and field testing to provide the following 
benefits: 
. 

 

PERFORMANCE STANDARDS 
 

API CF-4/SG, 
ACEA E2 
MB 228.1 
CES 20075 
Mack EO-K/2  
MAN 270 / 271 

• High temperature piston deposit control 

• Soot dispersancy and oil-thickening control 

• Low temperature sludge protection 

• Superior TBN retention to neutralize corrosive 
acids from combustion. 

• Foam protection 

• Oxidation inhibition 

• Corrosion and rust inhibition 

• Valve train wear protection 

• Excellent viscosity characteristics with initial 
kinematic viscosity of 14.75 cSt (typical) at  
100 oC to resist pressure drop in service. 

. 
Valvoline Power Supreme 15W40 Engine Oil is a 
modern multigrade formulation, improves engine 
cranking in low temperature conditions, increase 
engine durability by maintaining viscosity even 
during high operating temperatures. 
 

APPLICATIONS 
 

Valvoline Power Supreme 15W40 Engine Oil is 
recommended for use in medium and heavy duty 
diesel engines for G-drive, off-highway, 
construction and mining, marine, loco, city fleet 
and long haul on-highway applications. 
 
RECOMMENDATIONS 
 

Exclusively formulated and recommended for use 
in all models of naturally aspirated and turbo 
charged diesel engines manufactured by Cummins 
India Ltd. 

 
TYPICAL CHARACTERSTICS   
                                                                                                  
Kinematic Viscosity, cSt @ 40oC               110 
Kinematic Viscosity, cSt @ 100oC               14.8 
Viscosity Index                 138 
Pour Point, oC max.        -30 
TBN, mg KOH/g (ASTM 2896)               10.5 
Flash Point, COC, oC, Min.                220 
 

Available Packs: 5, 8, 10, 20, 55 & 210 Ltrs. 
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