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Valvoline Gear Gard EP 80W90 LS 
 
PRODUCT DESCRIPTION 
 

Gear Gard 80W90 LS is a high performance gear 
lubricant specially developed for Limited Slip 
Differential applications to withstand high loads and 
repeated shock-load conditions. 
 

Gear Gard 80W90 LS is formulated using the high 
quality base oils with an extreme pressure additive 
system, corrosion inhibitor and friction modifier 
technology to enhance wear protection, corrosion 
resistance, and smooth operation in limited slip 
differentials. It is also fortified with highly shear stable 
material to maintain viscosity in extreme load 
conditions. 
 

GEAR GARD 80W90 LS ADVANTAGES 
 

• Protection against thermal degradation during 
high operating temperature 

• Improved low temperature characteristics 

• Excellent wear and corrosion protection 

• Reduces clutch chatter noise and elevates 
smoother operation in limited slip differentials 

• Superior seal compatibility to eliminate the 
chances of leakage 

 

Valvoline Gear Gard 80W-90 LS is approved by ZF 
for their limited slip differentials. 
 

 
PERFORMANCE STANDARDS 
 

API GL-5 
MIL-L-2105D 
DC 235.0 
MAN 342 M-1 
Volvo 97310 
ZF TE-ML 05C, 12C, 21C 
 

 
 
 
 
 

 

APPLICATIONS 
 

Valvoline Gear Gard 80W-90 LS is 
recommended in heavy duty onhighway and off-
highway equipment with non-synchronized 
transmissions, limited slip differentials, axles 
and final drives where API GL-5 quality oils are 
specified. Limited slip differentials of modern 
passenger cars, sports utility vehicles, vans and 
light duty trucks. Not suitable for automatic 
transmissions. 

 
TYPICAL CHARACTERSTICS                     
 

Appearance          Clear & Bright 
Kinematic Viscosity, @ 100oC cSt       14.7 
Viscosity Index         98 
Flash Point, COC, oC, Min.        210 
Pour Point, oC, max         -24 
 

Available Packs: 210 Ltrs. 
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