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Valvoline Premium Blue Plus 15W-40 
 
PRODUCT DESCRIPTION 
 

Valvoline Premium Blue Plus 15W-40 engine oil is 
designed to provide advanced lubricant performance 
in modern, low emission diesel engines, including 
those with EGR, operating under a wide variety of 
service conditions. The advanced product technology 
offers a long life and extended drain capability. The 
balanced formulation helps to maximize the engine 
durability. 
 
THE PREMIUM BLUE PLUS ADVANTAGE 
 

 Unique Valvoline Exclusive Booster® (VEB) with 
premium Group II base oil provides advanced soot 
control and cold start protection. 

 

 Valve train wear protection and reduced oil filter 
restriction at high soot levels. 

 

 High temperature deposit control, including single 
and two-piece pistons and ring/liner wear 
protection. 

 

 
PERFORMANCE PROFILE 
 

 API CI-4 Plus 

 ACEA E7-08 

 CES 20078 

 MB 228.3 

 Volvo VDS-3 

 MAN 3275 & MAN 271 

 MTU Oil Category 2/1 

 DDC 93K214 

 Global DHD-1 
 
 

APPLICATIONS 
 

Valvoline Premium Blue Plus 15W-40 is 
recommended for use in medium size & heavy 
duty diesel engines for G-drive, off highway 
mining & construction, marine, loco, city fleet 
and long haul on highway applications.  
 
Valvoline Premium Blue 15W-40 is also 
recommended for diesel engines  of stationary 
gen-sets. 
 

TYPICAL PHYSICAL CHARACTERSTICS            ASTM Method                           SAE 15W-40 
 

Kinematic Viscosity, cSt @ 40°C                                 D 445 115.2 

Kinematic Viscosity, cSt @ 100°C                               D 445 15.2 

Viscosity Index                                                             D 2270   138 

Flash Point, COC, °C                                                    D 92 226 

Pour Point, °C                                                               D 97               -30 

TBN, mg KOH/g                                                          D 2896     11.3 

CCS Viscosity @ -20ºC, cP                                         D 5293 6550 

Available Packs: 210 Ltrs. & Bulk 
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