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Valvoline All Fleet 30 / All Fleet 40 
 
PRODUCT DESCRIPTION 
 
Valvoline All Fleet 30 & 40 have been formulated 
from highly refined lube base stocks and carefully 
selected additive package comprising of antioxidant, 
detergent / dispersant and anti-wear agent. 
 
Valvoline All Fleet 30/40 are recommended for use 
in high speed naturally aspirated and turbocharged 
diesel engines operating at low speed and high 
torque conditions prevalent in prolonged city stop-&-
go, on-&-off highway driving conditions. 
 
 
APPLICATION 
 
Valvoline All Fleet 30 & 40 are recommended for use 
in Tata, Ashok Leyland Vehicles and all makes of 
LCVs, tractors, gensets both turbocharged and 
naturally aspirated diesel engines. 
 

 
PERFORMANCE STANDARDS 
 
API CF 
 
 
 
 
 
 
 

 

 
TYPICAL CHARACTERSTICS   SAE 30  SAE 40 
 
Kinematic Viscosity, @ 40oC cSt   100.4  132.5 
Kinematic Viscosity, @ 100oC cSt   11.4  14.8 
Viscosity Index, Min.   98   98 
Flash Point, COC, oC, Min.   220  220 
Pour Point; oC, max   -18  -18 
TBN, mg KOH/g (ASTM D – 2896)   10.08  10.1 
 

Available Packs: (SAE 30) 210 Ltrs. 
Available Packs: (SAE 40) 1, 5, 7.5, 10, 20, 55 & 210 Ltrs. 
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