PRODUCT
INFORMATION

A Product of Valvoline Cummins Pvt. Ltd.

Valvoline.

Valvoline Gear Gard Super EP 90/140

PRODUCT DESCRIPTION PERFORMANCE STANDARDS

Valvoline Gear Gard Super 90 / 140 are thermally API GL-5

stable, superior sulphur-phosphorus extreme US MILITARY MIL-L-2105D
pressure gear lubricants with good anti-rust, anti-

corrosion and anti-oxidant characteristics. These

are multipurpose heavy duty type gear lubricants

specially formulated to comply with the stringent

service requirements of commercial fleet,

mechanical transmission, axles & final drives

operating under high speed, high load, high torque

& high horse power conditions.

APPLICATIONS

Valvoline Gear Gard Super 90 /140 are
recommended for use in conventional rear axles,
limited slip rear axles & transmissions of Vehicles
requiring EP gear oils to GL-5 performance level.

TYPICAL CHARACTERSTICS

SAE GRADE 90 140
Appearance Clear & Bright Clear & Bright
Kinematic Viscosity, cSt @ 100°C 18.98 28.5
Viscosity Index 97 95

Flash Point, COC, °C, min. 210 218

Pour Point, °C -15 -9

Available Packs: 210 Liters
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